
Removable insert to 
locate jig on tables with 
standard size miter slot.

Squaring Arc Setup

Slide adjustment for 
easy setup on sander

Capstan for fine adjustment 
of checking seat

Three pin sizes to match WNG Composite Bass 
and Treble shanks as well as a standard size for 
wooden shanks.

Hammer Tail Length Setup

Capstan for fine 
adjustment of tail length

Hammer Tail Squaring Jig

Cuts the ideal arc, angle and length 
on the hammer tail for optimum checking.

Hammer Tail Squaring Jig 
Part No. 06-5612



Locates action strike line 

from glued on hammers

Edge locates back check line on

key when key is in rest position.Slide moves down to rest on key

Back Check Line Marking Pattern

Locates the back check line on the key.

Back Check Line Marking Pattern 

Part No. 06-5609



Correct angle for back
check drilling and insertion

Sandpaper to prevent the key from 
slipping down the angle while drilling 
or inserting back checks

Tabs for easy clamping to 
drill press table.

 Angled Drilling and Insertion Block
Positions the key at the correct 
angle for drilling and insertion.

 Angled Drilling and Insertion Block 
Part No. 06-5615



Hammer tail length

Hammer Bore Length

key is at full depression

Back Check height when 

Keybed

Strings

Back Check Height Gauge

Provides a means to arrive at the correct back check height.

Back Check Height Gauge 

Part No. 06-5616



Shaft for drill press 
chuck to hold

Shaped to fit WNG 
Composite Back Check

 Back Check Inserter

Allows you to use your drill press as an arbor press to insert back checks into keys.

 Back Check Inserter Part 
No. 06-5610

Note:
The drill press is used only as an arbor press and is not 
turned on during this operation



2.6" - 65mm

#31 .120" - 3.05mm

Back Check Drill Bit

WNG provides a parabolic flute dill bit of the correct diameter.    A bit 

of this design will clear the material from a deep back check hole 

when the drill press is turning above 3000 rpm

Back Check Drill Bit 

Part No. 06-5606


